
1 OF 1
SHEET NUMBER

 20.00 

 5.50 

3.00
K'WY

 22.50 

 3.25 
 BA=7.50  10.00 

 U= 2.375+
-
.000
.001 

.625 SQ.
KEY

 39.37 

 17.12 

 V=4.63 

 N-W=4.75 

 N=5.19 

 12.82 
 14.62 

 18.00 
 9.00  10.53 

 3.25  3.25 

 21.06 

 17.37 

 12.50 

 11.00+
-
.00
.06 

 5.50 

 10.03 

 1.13 

 34.25 

 26.97 

 3.38 

4X  .81 THRU

4.60 THRU

DUTY MASTER ALTERNATING CURRENT MOTORS

CONDUIT BOX LOCATED ON OPPOSITE SIDE WHEN F-2.
IF MOUNTING CLEARANCE DETAILS ARE REQUIRED, CONSULT FACTORY.  
MAXIMUM PERMISSIBLE SHAFT RUNOUT WHEN MEASURED AT END OF 
STANDARD SHAFT EXTENSION IS .003" T.I.R. 

CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT MOTOR PERFORMANCE IS SUITABLE IN THE APPLICATION.
DIMENSIONS ARE IN INCHES

SQUIRREL-CAGE INDUCTIONENCLOSURE:

MOUNTING:

COOLING:TOTALLY ENCLOSED

FOOT, F-1 
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E447TS ODP FOOT - F1 - STEEL CONDUIT BOX


